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Machine Features: 

 Precise and simple to use 

 Compact and portable 

 Operates in any orientation 

 Suitable for numerous applications 

 Robust and durable components 

 Quick set-up 

FM 44/66/88 Machine 

Portable 2D Milling Machine 

These lightweight, portable two axis milling machines offer a number of on-site milling 

solutions.  Available in three rail lengths of 1118mm (44”), 1676mm (66”) and 2235mm 

(88”), they are suitable for a variety of applications including; use on the division plates of 

heat exchangers, on pump and motor foundation plates, as well as for milling slots or 

keyways.  The milling head is driven by a 3kW (4hp) pneumatic motor while the feed is 

driven by a 0.8kW (1.1hp) pneumatic motor.  The feed gearbox provides 5 different feed 

rates which are selected via the interchangeable gearing system.  All three models when 

fitted with the necessary adaptor plates will accept face mills up to Ø254mm (10”), 

through the optional extra MK Collet kit standard ER40 tooling is now compatible for end 

mills, slot drills, reamers etc.  The milling head is offered with a ten speed gearbox which 

accommodates a multitude of materials and cutting operations, and achieves surface 

finishes from 6.3mm Ra to 1.6mm Ra (250min Ra to 63min Ra) 
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Machine Dimensions:  FM 44 FM 66 FM 88 

Overall Height 650.0mm (26”) 347.0mm (13.6”) 1320.0mm (52.0”) 

Overall  Width 650.0mm (26”) 347.0mm (13.6”) 1879.0mm (74.0”) 

Overall Length 650.0mm (26”) 347.0mm (13.6”) 2439.0mm (96.0” 

    

Milling Range:  

FM 44 1118.0mm 44.0” 

FM 66 1676.0mm 66.0” 

FM 88 2235.0mm 88.0” 

    

Technical Details:  

Toolpost Travel  73.0mm 2.75” 

Recommended Air Supply  6 Bar @ 5.8m³/min 90psi @ 205cfm 

Noise Emission (Sound Power Level)  95dB(A) 

  

Feed Positions/ Rates:  

17.2mm/min 0.677in/min 1 

2 32.2mm/min 1.270in/min 

3 57.9mm/min 2.280in/min 

4 71.6mm/min 2.820in/min 

5 127.0mm/min 5.000in/min 

Weights FM 44 FM 66 FM 88 

Machine Weight 101.0kg 142.0kg 158.0kg 

Transportation 

Weight 
139.0kg 169.0kg 185.0kg 



 

Machine:  

FM 44” Portable Milling Machine Part No. : FMG55-599-000186 

FM 66” Portable Milling Machine Part No. : FMG55-599-000187 

FM 88” Portable Milling Machine Part No. : FMG55-599-002927 

  

Optional Extras:  

MK Milling Kit Part No. : KIT01-599-000139 

2 Years Recommended Spares Kit Part No. : KIT01-599-000009 

TEAM® Toolkit Part No. : KIT01-599-000130 

TEAM® Pneumatic Safety Unit (PSU) Part No. : KIT01-599-000132 
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