
HD 0150 PORTABLE DRILLING/TAPPING MACHINE 
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Machine Features: 

 Automatic feed  

 Precise and simple to use 

 Indexable motor orientation 

 Capable of drilling up to Ø110mm (4.0”) 

 Capable of tapping up to M36 (1-1/2” UN) 

 Integrated coolant/ guarding safety systems 

 Robust and durable components 

 Quick set-up 

HD 0150 

Portable Drilling/ Tapping Machine 

The SILK HD0150 is an extremely versatile, highly accurate portable drilling machine.  Designed to safely and 

efficiently drill or tap in situ holes.  Available in two variations allowing a drive spindle to suit either ISO 40 tapered 

tooling, or parallel Ø40mm tooling.  This enables the utilisation of HSS twist drills, trepanning cutters, tapping 

adaptors and other tooling utilising these attachments. 

The machine is equipped with an innovative lead nut arrangement (patent pending) which allows the drill to be 

subject to fast travel retraction, allowing it to be utilised on “peck drilling” operations.  This design also allows for 

the blind drilling and tapping of a hole in a single setup, reducing operation time and increasing accuracy.  The drill 

has been proven to accurately repeat the creation of Ø105mm holes, and tap holes up to M36 simply, accurately 

and quickly. 

Several integrated safety systems have been designed into the development of this machine. An integrated 

telescopic guard reduces the risk of entanglement with the tooling when operational without compromising 

visibility of the workpiece.  A combined automatic feed gearbox and integral measuring system allows operations to 

progress with minimal user interaction.  The machine also includes an integrated coolant system, which allows the 

direction of the flow to be fixed prior to operation and then flow to be created at a safe distance from the 

workpiece.  Again, reducing the user interface during operation and minimising the risk of incident. 
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Principle Dimensions:  

Overall Height 898.5mm 35.37” 

Overall Width 380.0mm 14.96” 

Overall Depth 318.5mm 12.54” 

   

Technical Details:  

Maximum Travel 385.0mm 15.15” 

Maximum Drilling Diameter 110.0mm 4.0” 

Maximum Tapping Diameter M36 1-1/2 UN” 

Automatic Feed Rate 0.07mm/rev 0.003”/rev 

Recommended Air Supply 6 Bar @ 1.6m³/min 87psi @ 56.4cfm 

Recommended Hydraulic Flow 30l/min @ 70bar Maximum 7.9US gal/min @ 1015psi 

Noise Emission (Sound Power Level) <130dB(A) 

  

Weights  

Basic Installation Weight 50.0kg 110.0lbs 

Complete Assembly Wight 75.5kg 166.5lbs 

Transportation Weight 119.0kg 263.0lbs 

Transport Dimensions  

Length 905.0mm 35.6” 

Width 491.0mm 19.3” 

Height 661.0mm 26.0” 



 

Machine:  

HD 0150 Portable Drilling/ Tapping Machine—Parallel 40 Drive Part No. : FMG55-599-002914 

HD 0150 Portable Drilling/ Tapping Machine—ISO 40 Taper Drive Part No. : FMG55-599-002928 

  

Optional Extras:  

TEAM® Toolkit Part No. : KIT01-599-000130 

TEAM® Pneumatic Safety Unit (PSU) Part No. : KIT01-599-000132 

Phone (+44)1539 729009 | Email Estimating.UK@TeamInc.com | Web www.silkmachines.com 


